
Stability Carbon Pro

Tip Diameter Butt Diameter Flex Weight Length Torque

.355 .6 in Ultra-stiff 120 gm 37 in 1°

.370 .6 in Ultra-stiff 120 gm 37 in 1°

.390 .6 in Ultra-stiff 120 gm 37 in 1°

The Stability Carbon Pro isn’t an update—it’s a re-engineering. Every 
component is re!ned to deliver stability, feel, and control for golfers who 
demand feedback and performance at the highest level.

Performance Upgrades You Can Feel
35% More High-Modulus Carbon Fiber
Less face twist means tighter dispersion and more made putts  
under pressure

Tour-Optimized Balance Point
3–4 swing weights lighter than the original Carbon for enhanced head feel 
and speed control

Seamless Transition from Steel
Virtually identical balance to steel, so you get the bene!ts of carbon 
without overhauling your setup

10% Increase in Bending Stiffness
Delivers consistent face angle through impact, even on off-center strikes.

Virtually Zero Torque
Keeps the putter face square, letting your stroke dictate the line—not 
unwanted twist

Fluted Connector
Engineered with precision milling and advanced 
geometry—form that follows function.

Shaft Stiffness

Shaft Length (in)
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New & Improved
Carbon Pro vs Carbon

+10 % More Consistent
Final Ball Roll
Ball achieves !nal Roll Speed more consistently

Final Ball Line
Ball leaves on correct line more consistently

Impact Location on Face
Ball Impact location on face more consistent

The Carbon Pro’s stiffness changes from tip to butt. With a 
dramatic increase in stiffness at the connector, a key performance 
feature that delivers unmatched stability and consistency.

New Carbon Pro: Stability 
DNA. Engineered for Precision 
Players. No Compromises.
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